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The Digital Multimeter (DMM) -
Connect, test, and stream measurements

• Turn the dial to easily read AC/DC voltage, AC/
   DC current, resistance, temperature, and more…
• Conveniently use your phone as a second 
   screen for easier visibility in dark environments 
   and to simplify two person jobs
• Quickly save your readings to the 
   ToolSmart™ app on your phone
• Organize your findings by project to 
   increase your productivity
• Integrated Non-contact voltage (NCV) detector
• ETL certified safe for CAT III 600V use
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Digital
Multimeter

Connects Wirelessly to 
Your iPhone® or Android™ Phone

Connect with your 
tools, store your 
measurements, 
and perform simple 
calculations all 
within your Toolbox.

WORK
SMARTER

Record all your 
measurements and 
organize images, 
videos and materials 
for projects.

MEASURE
BETTER

Generate materials 
lists that take 
the hassle out 
of shopping for 
your project.

BE MORE
PRODUCTIVE

C O N N E C T E D  P R E C I S I O N

TM™



Digital
Multimeter

• Bluetooth range: 33 ft. (10m), max (unobstructed)
• Operating Temperature: 32° to 104°F (0° to 40°C)   
   @<80%RH
• Power Source: (1) “9V” battery (included) 
• Dimensions: 5.8 x 2.9 x 2.0 in. (148 x 74 x 50mm) 
• Weight (including battery): 8.2 oz. (232g)

Download the free ToolSmart™ app
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Specifications:
• AC/DC Voltage Range: 0 to 600V
• AC Voltage Accuracy/Resolution: ±1%/1mV
• DC Voltage Accuracy/Resolution: ±0.5%/0.1mV
• AC/DC Current Range/Accuracy/Resolution: 
   0 to 10A/±1.2%/0.1μA
• Resistance Range/Accuracy/Resolution: 
   0 to 40MΩ/±0.8%/0.1Ω
• Temperature Range/Accuracy: -4º to 1832ºF 
   (-20º to 1000ºC)/±2.0%
• Safety Rating: CAT III 600V
• Sampling Time: 3X/sec
• Display: 3-3/4 digits, w/maximum 
   count of 4000

Includes:
• One pair of double-insulated test leads 
• Bead thermocouple probe and plug adapter 
• “9V” battery  
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