
WA700

Wireless Water Alarm

Features:
• 120-foot range enables placement of sensor-transmitter

in basement and receiver in upstairs bedroom

• Sounds loud alarm at receiver and “chirp” at the
sensor-transmitter when water is detected

• Receiver can sound and display alarms from
up to four sensor-transmitters deployed in
different zones. Units can be assigned to any
of six channels to avoid interference.

• Standard package includes one receiver
with AC adaptor and one sensor-transmitter
with “9V” battery. Optional package of
one additional sensor-transmitter and
battery (WA700SEN) is available.

• Sensor with suction cup is at end of 23-in. long cord,
extending placement options to baseboards and A/C pans.
Transmitter unit includes LED, and battery test button on side.

Ideal for detecting leaks from water heaters, washing
machines, plumbing and HVAC/R systems
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Specifications:
Wireless Range: 120 ft. (37m), max

Operating Frequency: 432.92 MHz

Alarm Volume: 88dBA at receiver

Receiver Zone Alarm Indicators: LEDs

Dimensions:
Sensor: 1.57 x 1.18 x 0.55 in. (40 x 30 x 14mm)
Transmitter: 2.76 x 2.36 x 1.14 in. (70 x 60 x 29mm)
Receiver: 3.70 x 3.31 x 1.46 in. (94 x 84 x 37mm) 

Length of Sensor Cord: 23 in. (584mm)

Weight of Standard Package: 6.2 oz. (170g)

Weight of Optional Package of One Sensor-transmitter
and Battery (WA700SEN): 3.2 oz. (91g)

Power Sources (included):
9V AC adaptor for receiver, “9V” battery for transmitter

Battery Life: 1 year (typical) in standby mode

Includes:
Receiver with 110VAC A daptor, Sensor-transmitter with Battery,
User’s Manual, 1 Year L   imited Warranty

Optional package
of one additional
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